‘ US Army Corps
of Engineers

Engineer Institute for
Water Resources

Guidelines for
» cqtions of
d to

cies

Evaluating

OFFICE OF THE CHIEF OF ENGINEERS

[ DISTRIBUTION STAT

lic release;
Approved for pub -
ppDistribution Unlimited

" DTIC QUALITY INSPECTED 3

" October 1986 ‘ \99507‘\0 003 IWR Report 86-R-7




UNCLASSIEIED :
SECURITY CLASSIFICATION OF THIS PAGE (When Data Enteved)

READ INSTRUCTIONS

REPORT DOCUMENTATION PAGE BEFORE COMPLETING FORU

T REPORT NUMBER 2 GOVT ACGCESSION NOJ 3. RECGIPIENT'S CATALGSG MUMBER

IWR REPORT - 86-R-7
&, TITLE (and Subtitle)
GUIDELINES FOR EVALUATING MODIFICATIONS OF
EXISITING DAMS RELATED TC HYDROLOGIC DEFICIENCIES

8. TYPE QF REPORT & PERICD COVERED

g. PERFOMINHG ORE. REPORY NUMBER

86-Fel oo
7. AUTHOR(a) 8. CONTRAGT GO GRANT RUMDER(2)

Eugene Stakhiv
David Moser, Ph.D. ‘
9. PERFORMING ORGANIZATION NAME AND ADDRESS 10. PROGRAN ELEMENT. PROJECT, TASK
U.S- A,rmy COrpS Of Engineers . AREA & VONK UNIT MUMBERS
Institute for Water Resources

Casey Building, Ft. Belvoir, VA 22060-~5586

11, CONTROLLING OFFICE MAME AND ADDRESS 12. REPORT DATE
U.S. Army Corps of Engineers ' October 1986
Office of the Chief of Engineers 13. NUMBER OF PAGES
20 Mass. Ave., Washington, DC 20314 110 °
T MON I TORING AGENCY HAME & ADORESS(I{ dlfferent from Controlling Offics) | 15. SECURITY CLASS. (af thic roport)
Unclassified
T8a. DECL ASSIFICATION/ DOWNGRADING
SCHEDULE

18. DISTRIBUTION STATEMENT (of this Roport)

Unlimited

17. DISTRIBUTION STATEMENT (cf tho sbatract cntered in Block 20, I difforent from Repart)

ey T

18, SUSTLERENTARY NO

)
13

[

18. KEY UORDS (Continue om roverea aida I necessary aend identify by block number)

?Tz”;?" (Comtioe em rovaorse oide M necveeeaty end idexntily by dlock number)

A%

FORM
BD o s 73 eoimion oF t nOV 6515 0BSOLETE

UNCLASSIFIED

SECURITY CLASSIFICATION OF THIS PAGE (Fhen Darta Frtrred




GUIDELINES

for

— :
EVALUATING MODIFICATIONS OF EXISTING DAMS
RELATED TO HYDROLOGIC DEFICIENCIES

‘., o ' ‘ , Accesion For

NTIS CRA& )g
DTIC TAB
Unannounced J
Justification

By

Distribution/

Availabitity Codes

. Avail and|or
Dist Special

-/

OFFICE OF THE CHIEF OF ENGINEERS

=

U.S. Army Enginsor

Inatitute for Weter Resources Soptember, 1885




|

PREFACE

These guidelines for implementing the Corps' policy on "Evaluating
Modification of Existing Dams Related to Hydrologic Deficiencies” ave among

the first products of the dam safety risk analysis ra - The
research program was initiated as a conseguence of Secie 11lit's
request for a "well-ordexred spillway design procsss” for o dans
requiring remedial measures for hydrologic capacity defici It i=

expected that the guidelines will be updated and espanded cor
throughout the course of the research program, as better info
familiarity with risk analysis application is achieved. Since much of the
research is underway, the discussion of furdamental evaluztion principles
(Part II) and guidance for conducting Phase II risk analysis (Part IV) has not
been incorporated into this report.

The Institute for Water Resources (IWR) was tasked to develop the
necessary evaluation quidelines and analytical technicues needed for dam
safety risk analysis. The Hydrologic Engineering Center (HEC) was asked to
cooperate with IWR in developing the hydraulic and hydrologic information base
for analysis. The guidance to the field operating activities (FOAs) is geared
to rapid dissemination of interim cuidelines and manuals to assist in
preparing dam rehabilitation reports for use in justifying current
programatic budgeting of dam safety new starts., Also, the research program
will produce several, more detailed case study analyses and technical reports.
Many of the evaluaticn principles within this manual are derived from the
National Research Council's report on “Safety of Dams: Flood and Earthcquake
Criteria® (1585). . .

Mr. Donald Duncan, (DAEN-CWR), has been the OCE coordinator of the dam
safety risk research program, acting as the designated liaison batween the
Office of the Assistant Secretary of the Armmy for Civil Works, the Engineering
and Construction Directorate, varicus OCE divisions, and the Institute for
Water Rescurces. Mr. Vernon Hagen, (DREN-CWH), who is now yrebived, initiated
the oversight of the hydrology and hydraulics component of the risk analysis
reseaych program, espacially with respect to the work of the Hydrologic
Enginesring Center. Mr. Roy Huffinan, (DREN-CWH), currently fulfills that
role, jointly sharing the varicus coordination responsibilities with Mr.
Donald Dunczn. 'The research study managers are Mr. Eugens Stakhiv (IWR) and
Mr. Avlen Faldwen (HEC). This guidelines marmual was authored by Eugene
Stakhidv and Dr. David Moser (THR). Messyrs. Duncen, Huffman, and Hagen
provided detailed review conwents on several draft versions, as wall as
sugoestions for restructuring the report. We ave grateful to Corps District
persomnel for their extensive review of the draft guidelines.
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Section I

INTRODUCTION

The gquidelines for evaluating modifications of existing dams related to
hydrologic deficiencies currently represent an incomplete and partial
fulfillment of an evaluation approach agreed to by the Office of the Secretary
of the Army (CW) and the Office of the Chief of Engineers. The broad
evaluation philosophy and basis for a two-phased procedure is covered in the
DAEN-CW/DAEN-EC policy letter of 8 April 1985 (Apperdix B]. The "Guidelines"
focus exclusively on procedures which serve to quantify the evaluation
principles that underlie the first phase of analysis expressed in the policy
letter. A a descriptive corvenience, the first phase has been termed hazard
assessment in order to separate it from the more formal, analytically oriented
risk-analysis phase, which would only be warranted under certain conditions.

It is expected that the Phase I guidelines, contained herein, [Part III],
will be reviewed and updated as experience with their application and the
results of the research program contribute to the refinement of the evaluation
principles and techniques. Phase I guidelines will serve as the nucleus of a
mamial for dam safety risk analysis which will be continucusly updated as new
information becames available. : .

An overview of the history and evolution of the ideas underlying the
Corps' policy is presented in Appendix A of this report. The key point to
consider is that the Phase I evaluaticn philosophy is based on a set of
premises which rely on a hypothetical "with" versus "without" dam failure
comparison of economic losses and potential loss of life.

Although the "Guidelines" are structured as a series of continuous
analytical procedures and display steps, Phase I is a two-part procedure which
serves as both a scresning device and an evaluation of alternative remedial
measures. The idea behind the first part (STEPS 1-11) is to separate the dams
requiring remedial measures for hydrologic/hydraulic deficiencies into two
categories: (1) those which should be upgraded to fully meet the traditional
Probable Maximum Flood (PMF) design criterion, and; (2) those dams which can
be considered hydrologically adequate without fully meeting a PMF design.
Those dams that are in the second category will require a risk-cost analysis
for designs beyond that warranted under Phase I. This risk-cost analysis will
be conducted in Phase II. The procadures for Phase II analysis are currently
being developed as part of a ressarch program.

The second part of Phase I analysis focuses on the evaluation of
alternative remedial measures which can provide the requisite level of dam
safety. Both parts rely on the same informatiocn base for screening and for
choices amorig alternatives. The basis for choices depends on a comparison of
economic losses and/or loss of life "with" and "without" the remedial
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measures. That is, each proposed alternative remedial measure results in
different consequences on the upstream and downstream populations, both in a
Tpon-failure? condition as well as a "failure condition.” Furthermore, some
ramedial measures, such as lowering the spillway crest, may increase the
frequency of non~failure flood losses, while others, such as raising the dam
crest, may increase the flood losses with dam failure.

The choice of the most risk-cost effective alternative, then, is more
than simply selecting the least-cost altermative that will meet the design
level warranted by Phase I. The choice reguives a judgmental balancing of
resicdual effects, costs, and loss of life developed in detail as part of Phase
T anzslysis. Either econamic losses or loss of life or both may serve as a X
basis for the selection of the most appropriate remedial measure. The
procedures provide the reguisite analytical steps and display of information
neaded for this selection.
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SECTION II - TECHNICAL ISSUES
Risk and Uncertainty Evaluation Principles
[To be completed)

Hydrologic and Hydraulic Uncertainty
[To be campleted]

Economic Foundations of Risk~Cost Analysis
[To be campleted]

loss of Life Estimation Uncertainty
[To be completed]

Impacts (Regional, social and environmental
[To be completed]

Data Requirements
[To be completed]
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Section III

Example Application of Phase I Analysis of Safety
Modifications for Hydrologically Deficient Dams

Introduction

This section provides a step by step procedure to conduct Phase I
analysis for the evaluation of safety modificatiaons for hydrologically
deficient dams based on the policy set forth in the DAEN-CW/DAEN-EC letter of
8 April 1983 (Apperdix B). The procedures are primarily intended for the
evaluation of structurally sound earthfill dams that may fail if inflow flood
events exceed those for which the structure was designed. Because of changes
in the rates and volumes of inflow events since the original design and
construction, these dams may not safely pass updated estimates of extreme
flood events derived by using the current Probable Maximum Precipitation (PMP)
estimates from the applicable National Weather Service general or site
specific hydrometeorological reports.

Phase I analysis focuses on the assessment of the adverse consequences
fram reservoir inflow events as a precursor to the formulation of remedial
design alternatives. Proposed alternative modifications are designed to
reduce the level of the adverse consequences and/or the likelihood of the
adverse consequences occurring. Adverse consequences include possible social,
econcmic, and envirormmental losses that can occur due to abnormally high
reservoir levels. Primarily, however, the modifications are considered to
reduce the likelihood or consequences of an uncontrolled release of water due
to dam or appurtenant structure failure.

The evaluation steps in Phase I serve to establish the base safety
condition (BSC) which is the minimm flood event for which the proposed
modification should be designed. In determining the BSC, the analyst must
evaluate the adverse failure consequences fram cambinations of alternative
modifications and inflow flood events and compare these consequences to those
that would have occurred without the failure of the dam from that same set of
flood events. The base safety condition flood event is smallest inflow flood
wheres there is no significant increase in adverse conseqguences fram dam
failure compared to non-failure adverse consequences. That is, there is no
significant increase in loss of life and/or economic loss fram dam failure
campared to without dam failure. If failure always results in a significant
(See Para. 4, Aypendix B) increase in losses, regardless of the inflow event,
the design floed event chosen for safety modification design purposes should
be the PMF. In the event that BSC is determined to be less than the BVF,
Phase II analysis, incorporating a probabilistic assessment of failure and non
failure losses, may be initiated, if desired, to medify the project for flood
evernts that exceed the BSC.” ,

For hydrologically deficient dams, the primary mode of failure considered
here is fram overtopping of the dam embankment. It is possible, however, that
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high flows passing through the spillway may lead to an erosion failure of the .

spillway. A National Research Council study (1983) showed that of the dams

that failed, 30 percent were caused by spillway failure due to erosion during

emergency operations. Embankment overtopping causes erosion of the toe and

abutments of the dam. If the overtopping flows are long enough in duration, a

weakened section is formed in the dam. This weakened section may "burst" with

a sudden release of impounded water, or the downcutting may continue forming a

breach to the base of the embankment. The downstream peak flows, total volume

and, therefore, consequences may differ from the different failure modes:

spillway failure or erosion weakened embankment failure. -

A failure of the dam will result in at least a short term (3-5 year) loss
of same or all of the beneficial outputs produced by the dam/reservoir. The
downstream consequences of an embankment failure are likely to be severe.
large areas are likely to be inundated that had never experienced flooding
since the settlement of the region. 1In addition, the extent of the damage
within the "normally" flood prone areas will be more severe due to high flow
velocities and large sediment load from a dam breach flow. The categories of
the econamic consequernces of flooding considered in STEP 8 are based on, and
similar to, those described in the "Principles and Guidelines" (P&G) for the
evaluation of the "without condition" flood control project benefits.

The potential for loss of life from dam failure is a primary motivation
for considering safety improving investments. Evaluating the population at
risk, the threatened population, and loss of life requires the consideration

of many factors including the effectiveness of warning and the evacuation of —_
the threatened population. Effective warning and evacuation, where these are
practical, may reduce the mumber of people threatened by the dam failure flood

waters as well as non-failure spillway flows.

The succeeding sections provide a step by step procedure for Phase I
analysis of dam safety modifications, as well as suggestions for the
presentation of results. The cutcame of Phase I is the determination of the
BSC and the alternative that most effectively achieves the BSC. If it is
determined that the BSC is less than the PMF, the choice is either to modify
the dam up to the BSC or justify modifying the dam to a higher level up to and
including the PMF based on a risk~cost analysis approach. This risk analysis
is to be conducted as part of Phase II analysis, the procedures for which are
currently being developed as part of the risk research program.
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STEP 1 - Describe the Physical Project Characteristics

Purpose

The purpose of STEP 1 is to quantitatively and qualitatively present a
summary of the relevant physical characteristics of the project. Much of this
information will be used in later steps as the basis for determining the
threshold flood and the base safety condition. Most of the information is
needed for standard hydrologic analysis of flows relying on camputer based
models, such as HEC-1.

a. Sumarize and display the physical features of the project.

The physical features of the project as constructed should be summarized
ard displayed in a form similar to Table III~1l. Maps of the upstream basin
and downstream areas likely to be affected should be displayed, such as that
shown in Figure III-1, as well as the general plan, profile, and cross-
sections of the embankment and appurtenant structures, such as shown in Figure
III-2.

b. Describe the physical features of the project.

The description of the camponents of the project related to hydrologic
deficiency shculd be provided. These include the camposition of the
embankment, spillway, and ocutlet works and an evaluation of their current
condition. 2Any unique circumstances that may impact emergency operations of
the spillway or ocutlet works or that could influence the choice of dam safety
modification should be described. These may include any downstream dams whose
safety might be adversely affected by emergency operations or failure of the
dam being analyzed. A description of the watershed of the project including
climate and soil conditions should be provided in figures and/or tables.

c. Describe the operations and use of the project.

The operations and beneficial purposes of the project should be
described. For a complete description, Operation, Maintenance and Replacerment
(M&R) costs as well as the beneficial products of the project should be
included. Yearly expenditure, in constant dollars, and an historical average
for QMAR costs and estimated project benefits should be provided for the most
recent experience of the project, such as the last 10 years. In addition, the
average anmual OMSR costs and project benefits, based on frequency analysis,
should be evaluated and displayed, such as in Table III-2.

d. Describe the econcmic development upstream and downstream of the dam.

Emergency operations and safety modification will impact upstream and
do;mstream develcopment. ILand use in affected areas should be described
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including significant industrial, residential and recreational areas. In
addition, components of the communications and transportation systems that may
be impaired by emergency operation or dam failure, should be identified.

These include bridges across the downstream channel and roads adjacent to the

channel.
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Table ITI-1
Pertinent Data

Drainage AreflececesceccscscscsccscssscsconcassasssscoeSe i, 4,770
Dam (rolled earthfill):
Crest elevation.ceececeececrceccscsssccscsassesfl., mM.sS.1. 895
Streambed elevation..cceecesceccccesccsccssessefte, m.s.1. 612
Maximumm height above streambed...cccseccesessccscssseasfle 283
- Crest length.eeieeecscesescecscscecscsscnsccsssscsaseesfle 975
Freeboard.cceesseecescscccsscscesccassssssssasesacesasasslle 5
Spillway (detached, broad-crested):
Crest elevation.ceceeeeeccececcccccncnsosescssft., m.s.1. 865
Crest lengtheeeeescecececssceacscossscscscsssssssasssaselln 110
Elevation of maximm water surfacl.............ft., m.s.l. 890
Discharge at spillway design surcharge.......ecees..C.£.S. 41,500
Outlet Works: :
Tunnel (12 ft. diameter)
7= o' 1 o H PP o - 1,290
Intake invert elevation.....cceccececcessecefb., m.s.1. 620
cutlet invert elevatlon.....................ft., n.s.1l. 610
Gates (5.5 ft. x 8.5 ft.)
SEE ViR e veerasscssossesssscsssccacscssscsscacssas NUIMDEr 3
EMeIUeNCY e ceeesccccccsoscesscssssssssesssscscssss UMDY 3
Discharge at spillway crest elevation......cceee....C.f.s. 7,000
Reservoir: :
Area at: :
SP1llWaY CHESE.eeeeeerenereaceencscosscsscnnsssss ACLES 13,300
MaxXimum WateY SUXLaCE...cccecceoccsccscssosoccnssss ACTES 16,400
Dol CreStoceceoescecsocccscssscassessassacassessssACTES 17,100
- Capacity (gross) at: AN
SPillWay CYeSteeeececescecsocscssssecssnsccssassssaCft. 1,043,000
Maximm water SUXfacCe....ceceecececssscsssasccassaC.ft. 1,409,000
Dem Crest.cocecvorecececesscccsesssscsascsnsasasssaC.ft. 1,499,000
Storage allccation below spillway crest:
Flood CONtrOl.cceececsccsessssesascsscccscnsenesesoaC.ft. 608,000
COoNSeIVALION. cccosesccescscceccsacescansnanoassessedC. L. 230,000
30701 ==Y vt U)o VA P - Yo T oo w8 5,000
SedImant et oN.cceeeeeeeeecaccececaccocasasensnessadC. Fl. 200,000
Stardard project flood (design):
Total volure...... - o 2 i i 422,000
Peak £lOWoceoseeesoosesonsscoscsccsccnnssnens cesssssssC.f.s. 317,000
Drawdown time (to top of conservation pool)............days 27
Peak water surface elevatioN....eceeeecees eescesft., m.s.1. 845
Water surface area at PeaKeciecsceccecsececeanecsssss.aCLES 10,900
Inflow desion flood (design):
Total VOlUE.ccvcvcocosoasoscscacaccccacncanns PPN - o 2 i ot 893,000
PeaK INFlOW.eeiooneecoanocreseececcnsssansnssscneeeseCof.S. 580,000
Peak cutflowe.o......................................c f.s. 50,600
Drawdown time (to spillway Crest)...ceeeececescees .see.days 12.5
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FIGURE III-1--MAP OF UPSTREAM AND DOWNSTREAM BASIN
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FIGURE III-2—PIAN OF EMBANKMENT AND APPURTENANT STRUCTURES
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Table ITI-2

Project Costs and Benefits
(1975-1985)

Operation and Maintenance Costs: (in constant dollars)

1975 e eeeeceescncanacnnenssss.S1,000,000
1976 ceecnnens ceeeceeeeesesss.$1,000,000 .
1977 eeeeecencncsenaensanasss.S51,000,000
1978 e eecrecncncencecnnanessss$1,100,000
1979 eeeeeececnnccenenaanessss$1,100,000 -
1980 e cecoeseeecnrancnneneesa$1,100,000
1981e.cerencenccncnscncenaesas.$1,100,000
1982 eueencncencncnecncnesss.$1,100,000
19831 eeneeneneenncnsenensas.$1,200,000
1984 . c.ereecnccncencnnnennssas$1,200,000
1085 ceeeencercscesnnansncnnns $1,200,000

11-year ave.rage..........-...........sl,loo,ooo

Project Benefits: (in constant dollars)

Flood Control Recreation Total
1975 $10, 000,000 $3,500,000 $13,500,000
1976 $12,500, 000 $3,200,000 $15,700,000
1977 $17,000,000 $2,900,000 $19,900, 000
1978 $2,000,000 $3,700,000 $5,700,000
1979 $20,500, 000 $3,600,000 $24,100,000
1980 $53, 000,000 $3,600,000 $56,600,000
1981 $17,000,000 $3,400,000 $20,400,000
1982 $7,000,000 $3,800,000 $10,800, 000
1983 $7,500,000 “ $4,000,000 $11,500, 000
1984 $8,000, 000 $4,100,000  $12,100,000
1985 $9,500, 000 $4,100,000 $13,600,000
ll-year average $14,910,000 $3,630,000 $18,540,000

Average Annual:

o &‘Mooooto..oooc...o.osl'zoolooo
mfits.o.oon...00...319,500,000
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STEP 2 - Determination of the Existing Threshold Flood

Purpose

Based on the existing dam design, there is an inflow flood event that
will exceed the design criteria of the dam and threatens dam failure. The
purpose of STEP 2 is to determine the existing level of safety of the dam
against extreme hydrologic events, (i.e. those events greater than the
designed criteria.) This is done by routing flood events, expressed as
percentages of the PMF event calculated using the most current appropriate
hydrameteorological reports, through the reservoir and identifying the event
for which the still water level encroaches on the freeboard necessary to
accammodate potential wind and wave conditions and threatens the safety of the
structure. It is assumed that the PMF hydrograph has been determined through
same acceptable analytical procedure or model using the Probable Maximum
Precipitation (PMP) and snowmelt, where appropriate, provided by the National
Weather Service. The procedure used should be identified and described. For
simplicity, the hydrograph for each percentage of the PMF can be determined by
multiplying each of the PMF ordinates by the appropriate percentage.

Key Consideratio

1. What should be assumed about the initial level of reservoir water prior to
the onset of the threshold flood? :

For Phase I analysis, the threshold flood should be camposed of two
events, an antecedent flood event and a threshold flood event. The initial
reservoir water surface elevation should be determined by routing an
antecedent event through the reservoir. In the absence of more detailed
studies, it can be assumed that the antecedent event begins 5 days prior to
theonsetofthethmsholdfloodeventanishouldbeassumedtobe50percent
of the succeeding threshold flood. Thus, for a threshold flood of .6 PMF, the
antecedent flood should be a .3 PMF event, while for a 1 PMF threshold flood
the antecedent flood should be a .5 PMF event. Key Considerations (3), below,
discusses the cperation of the cutlet works and spillway gates, if any, for
both the antecedent flood and the threshold flood. This same relationship
between the antecedent flood and succeeding flood should be maintained for all
floods evaluated. Downstream flow conditions should be consistent with the
antecedent conditions used in developing the PWF.

2. What should be assumed about the appropriate level of freeboard?

Freeboard is intended to provide overtopping protection against wave and
wind effects on a full reservoir. For Phase I, wave height, wind setup, and
wave rurup should be camputed following current Corps of Engineer guidance,
ETL 1110-2-305 for wave height, ETL 1110-2-1614 for wave runup, and equation
3-97 of Shore Protection Manual, Coastal Engineering Research Center, 1977,
for wind setup. These calculations should be shown such as in Table III-3.
This freeboard computed by the aforementioned methods is the appropriate value
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for Phase I analysis. According to current engineering guidelines, however, .
freeboard should always be at least 3 feet.

3. What should be assumed about the operation of spillway gates, if any, and
cutlet works?

The operation of the ocutlet works and spillway gates, if any, should
follow the regulations set forth in the "Water Control Manual" or historical :
operating criteria for the project. The outlet works and spillway gates (if
" gated) should be assumed to be fully operational except if unusual debris
accumulation or other difficulties can be anticipated. The gates can be
assumed to be less than fully operational but a description of the causes
should be discussed, including consideration of any difficulties that project
personnel may encounter in traveling to the dam to operate the gates.

The Threshold Flood

Based on the assumptions about antecedent storms, appropriate freeboard,
and cutlet works and spillway gate operations, the threshold flood, measured
as a proportion of the PMF event can be determined. The threshold flood is
that flood that results in a peak reservoir water surface elevation equal to
the dam crest elevation less the appropriate freeboard. Because of the
assumed relationship between the antecedent and design events discussed in Key
Consideration (1), above, the threshold flood must be determined by evaluating
the water surface elevations for -several (at least 4) antecedent/design event
canbinations, e.g. .125 PMF/.25 PMF, .25 PMF/.50 PMF, .375 PMF/.75 PMF, and
.5 PMF/1 BMF. For combinations that would result in flow over the dam
embankment, the dam crest should be hypothetically raised in order to route
the flood through the spillway and cutlet works. Figure III-3 shows the
determination of the threshold flood based on seven flood routings.

The threshold flood evaluation results should be displayed indicating the
peak inflow rate, total volume, its proportion of the PMF flood and the peak
outflow rate. Similar results should also be displayed for floods less than
the threshold. These will be used to determine the residual (spillway
related) flood hazard "with and without" modification.

If the existing condition threshold flood is less than the PMF, further
analysis leading to the consideration of dam safety improving alternatives may
be warranted. High priority is being given at this time to the evaluation of
projects where the current PMF still water elevation will overtop the dam.
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Q, TABLE IIT-3: CALCULIATION OF WIND SETUP, WAVE HEIGHT, AND WAVE RUNUP
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STEP 3 - Determine Total Flows and Downstream Inundation fram the Threshold
Flood "with and without" Dam Failure and from Lesser Floods

Purpose

The threshold flood, determined in STEP 2, is presumed to result in the
formation of a breach in the dam embankment or spillway and provides the basis
for considering dam safety modifications. The purpose of STEP 3 is to predict
the extent of the increment of downstream inundation from the failure flood
and the travel time of the flood wave fram the water flowing out of the dam
campared to inundation levels from the same inflow flood without dam failure.
Outflows include those through the spillway and outlet works as well as the
breach. The results of this step will be used to produce inundation maps for
the evaluation of potential fatalities and economic losses. This step
includes the evaluation of the increased losses from lesser, non-failure
floods because same dam safety modifications proposed in STEP 10 may increase
the downstream hazard from these lesser floods compared to the existing

Key Considerations
1. Wwhich breach formation and breach flow routing model should be used?

There are three readily available computer models that are useful in
predicting dam failure breach flows and downstream inundation. These are:
1.) Simplified Dam-Break (SMPDBK); 2) HEC-1; and 3) National Weather Service
Dam-Break (DAMEBRK). The most sophisticated and potentially most accurate is
DAMERK. It provides a camplete solution to the breach and flow hydraulics.
DAMERK, however, does not have the capability to generate inflow hydrographs,
so a watershed model, such as HEC-1, is needed to campute the reservoir and
tributary inflow. DAMBRK is the preferred model for dam failure analysis.
HEC-1 has samewhat less sophisticated hydraulic calculations than DAMBRK and
should not be used for dam failure analysis where significant backwater
prcblems occur. HEC-1'is prabably more familiar to most dam designers and dam
safety analysts and has the advantage of integrating the hydrologic and
hydraulic analyses. SMPDBK is less sophisticated and accurate campared to
DAMERK but may be more accurate for dam failure analysis than HEC-1l. The data
requirements are less ard the ease of use is greater than the other two
models. SMPDBK, however, should be used only for a preliminary estimate of
the flood wave. Potential users of SMPDBEK are cautioned to refer to HEC
Research Memo No. 45 for more information about. its use.

2. What are the appropriate values of user specified parameters used in
modeling the breach formation?

Peak outflows through a breach are very ser:sltlve to several key
parameters. These include: time for camplete breach development; minimum
elevation of breach bottam; breach bottom width; and, breach side slope.
Because these parameters may be highly variable for any individual dam, a
sensitivity analysis should be conducted to determine the sensitivity of
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Table III-4
Typical Initial Dam Breach Parameters

Minimm Elevation Stream Bed Elevation

of Breach Bottcm

Breach Bottom Width Height of embankment
Breach Side Slope 2 Vertical: 1 Horizontal
Breach Develogment Time 2 hours

breach flows to variation in these parameters. This sensitivity analysis will
provide a range of most probable breach flows and therefore downstream extent
of inundation. Same initial values can be suggested based on the literature
on earthfill dam overtopping failure. These are presented in Table III-4.
Other values can be used and the most likely values, based on historical data,
embankment construction and condition, and professional judgment should be
identified. MacDonald and Langridge-Monopolis (1984) have written a useful
paper on the subject.

3. Which downstream cross-sectional profiles should be used in the downstream
routing? . .

DAMBRK requires cross-sectional profiles as an input and the accuracy of
the other models can be improved by specifying these profiles. Natural river
valley constrictions as well as off-channel storage of flood water can modify
downstream flows and inundation levels. Therefore, the downstream points for
cross sections used in the river routing should be judiciously chosen to
reflect these features. Additional cross sections should encompass economic
development and population centers, which are of particular interest in the
evaluation of the econamic and social consequences of dam failure. The HEC
program "Geametric Elements from Cross Section Coordinates" (GEDA) can be
helpful for developing cross-sections required for DAMERK.

Threshold Flood Downstream Flows and Imundation

All three models used for dam failure analysis can provide downstream
flows and stages from both the threshold flood and smaller events identified
in STEP 2. In addition, the models estimate the travel times of the flood
wave from the dam to identified points downstream. Therefore, based on the
assumptions discussed above, the output of the routing model should be
displayed for the floods routed up to and including the threshold flood. This
information should include peak flows and water surface elevations for the
identified points downstream, as well as, the travel times of the flood wave
flows from the dam to inundation of specified elevations or flood zones at the
downstream points. For non-failure floods the travel times should be measured
from the time of threatening spillway discharge flows until the time the flood
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water reaches specified stages in each reach downstream. For the threshold
flood with failure, the time should be measured from the time the maximm pool
elevation is reached until the failure flood reaches specified stages in each
reach downstream. Thus, the failure flow time includes the time it takes for
the breach to form. Table III-5 provides an example display of the
information generated in STEP 3. A stage-hydrograph, displaying the rate of
rise at various cross-sections would be equally useful.
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TABLE I11-5

Summary of Threshold Flood Characteristics

I I

I I

! I I -5 I 2 I 5 I 10 l

| [ ! )
| | |Discharge| Time to | Time to | Time to | Time to |

| || at pam |Elevation Elev.* |Elevation Elev.* |Elevation Elev.* |Elevation Elev.* |

| [| Ccfs) |C(ft. msl.) (hours) |(ft. msl.) Chours) |(ft. msl.) (hours) [(ft. msl.) (hours) | .
LT R OEERRRRELES |

[ [{ 138000 | 870 0| 867 0.5 | 857 1.5 | 842 5 |

| || 229000 | 875 4 | 872 4.5 | 862 5 | 847 8.5 |

|Without Failure|| 266000 | 880 9 | 877 9.5 | 867 10 | 852 13.5 |

| || 305000 | 885 15 | 882 15.5 | 872 16 | 857 19.5 |

| I} 324000 | **8%0 24 |  *+887 26.5 |  **877 25 | **862 28.5 |

I == IRIZT== 3’83:233.38’838338!:838823=======8=8==S=3’===================================:=== [

| || 324000 | 890 o] 887 o] 877 0| 862 0 |

| || 405000 | 892 0.5 |} 889 1] 879 1.5 | 864 2 |

|With Failure || 450000 | 895 14 892 2 | 881 2 866 4 |

| | 600000 | 899 1.5 | 896 2.5 | 884 3| 869 6 |

| [| 779000 | ***907 2 | 902 3.5 | ***890 5 | #***873 8 |

l EEt 3t A T A R PR I R R R AR R AR 2 A ik o g 2 = ==== SSSSTEISSSRRITTI=T=S=TI I

NOTE: Dischargg at dam without failure shows the progressioﬁ of discharge over time up to the peak without
failure dischdrge. The discharge at the dam with failure shows the progression of outflows,
including the breach flow, up to the peak breach flow at the dam.

* Measured from beginning of spillway flow without failure
and from the beginning of breach with failure

** Threshold flood maximum elevation without failure.

w**Threshold flood maximum elevation with failure.
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SI‘EP4—CmputetheHypoﬂ1eticalMaxinunDamFailureFlwsardDmmstream
Inundation

Purpose

The purpose of STEP 4 is to determine the maximm lateral boundaries for
the collection of data on econamic and life losses for the succeeding steps.
'mecombinationofraisingthedamcrestardanﬁ‘eventresultsin
determining the hypothetical maximum lateral extent and depth of flooding from
dam failure. All lesser failure and non-failure floods will imundate a subset
of this area. Therefore, the collection of data on damageable property and
population downstream from a dam can be accamplished with a single effort.

The assumptions for the failure routing for this hypothetical event should be
consistent with those used in STEP 3.

The collection of data cannot be limited merely to the zone or increment
between the flood stage due to the threshold failure flood and the maximm PMF
failure flood for several reasons. Foremost is the desirability of data
consistency and analytical uniformity. Much of the analysis will depend on
excellerrtsecondaxydatasmnceswhiduareoftenmoremrrentthanthe
existing inventories of structures which have been updated only to reflect
inflation. This means that the updated original flood damages prevented by
the project may differ from the computation based on secondary, but more
current sources. For the sake of uniformity of approach and consistency of
results, the entire lateral zone of inundation needs to be reexamined. The
second reason for collecting data for the entire inundated area is that
certain modifications can impose residual damages, upstream and downstream,
for flood events less than the threshold flood. Thus, the increment in
damages below the threshold flood may beccme a significant consideration in
selecting the most econcmical alternative.
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STEP 5 - Prepare Inundation Maps and Collect Data on Damageable Property and
Populations for the Hypothetical Maximum Flooding Determined in STEP 4

Purpose

STEP 4 determined the hypothetical maximum dam failure condition for the
purposes of data collection. STEP 5 requires the collection of data for use
in estimating econcmic flood losses and life losses in the succeeding steps.
All other failure and non-failure flood events will affect only a portion of
this property and population.

Key Considerations
Is a complete survey of potential losses in the inundated areas required?

One difficulty with estimating flood damage from a dam failure flood or
even a spillway flood is that large areas may experience flooding for the
first time. Little information about the land use and economic activities may
be known for these areas. Because of the uncertainties about the extent of
flooding and the impact of failure flow velocities and sediment load on
structures, secondary data should be used as much as possible. This is
particularly true in urban areas where development is extensive but where a
wealth of data may currently be available. Secondary data sources include
. National Flood Insurance claims data, Census of Population and Census of
Business, other published reports, and local property tax assessment records. -
Same field verification of estimates based on secondary data is required and
the estimate of both dam failure and non-failure flood losses should
be made employing past experience, local knowledge, and professional judgment.

It is recammended that the inundated area be divided into flood depth
zones. The average depth of flooding in any zone can then be used in
estimating damage from existing depth-percent damage relationships. In
addition, the inundated area should be identified by land use types such as
residential commercial, industrial, agriculture, etc. These land use types
can be further subclassified based on other factors such as average hame
value. Therefore, average estimation of structure and contents value can be
applied to the various land use classifications. It is not practical to
collect damage data on a structure-by-structure basis. Therefore, methods
that rely on statistical sampling and analysis should be considered.
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STEP 6 - Prepare Inundation Maps for Threshold Flood.

Purpose

The output of STEP 3 includes river stages at various points downstream
from the dam resulting from the threshold flood induced dam breach as well as
lesser flood events safely passed by the dam. The purpose of STEP 6 is to
identify downstream areas inurdated from the flood events. This step is a
follow-up to STEP 5 which delineates the lateral boundaries of the
"hypothetical maximm" dam failure flood event. Of primary interest is the
difference in the extent of the affected areas at the threshold flood with and
without dam failure. This information will be used to determine economic
flood losses and the population ‘threatened by failure and nonfailure floods.
Maps ought to show the lateral extent of flooded areas, including a
characterization (by zones or cells) of the population, cross-sectional
profiles of stream gradient, flood stages and significant econcmic, cultural,
and ecological features. Figures ITI-4, -5, and -6 show an example for-
presenting this information. Because the population immediately downstream
fram the dam (less than 2 hours travel time) is likely to have the least
warning, the maps of the inundated areas and population at risk for the first
few miles downstream should be in a larger scale (for example 1:24,000 USGS
quad sheet) showing the affected areas in greater detail, if possible.
Smaller scale maps (1:250,000) may be used for report summary purposes, to
show the characteristics of the downstream areas beyond the 2 hours travel
time limit. : Maps prepared for emergency warning and evacuation planning at
the larger scale (1:24,000) and that are used for detailed stage-damage
analysis ought to be included in an appendix to the report.
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FIGURE IIT-4—DETAILED MAP OF INUNDATION AREAS IMMEDIATELY DOWNSTREAM OF DAM .
(1:24,000) ,
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FIGURE III-5—MAP OF INUNDATION AREAS (1:250,000)
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STEP 7 - Determine Population at Risk from the Threshold Flood and Lesser
Events

Purpose

A major reason for improving dam safety is to avoid the loss of life that
would likely occur from a dam failure. The purpose of STEP 7 is to determine
ﬂuemmberofpersonsthatmghtbeexposedtofloodwaters Because of the
current state of the art in predicting flood caused fatalities, the population
at risk (PAR) mllbedefmedasallthosepersonsthatwouldbee}@osedto

flood waters if they took no measures to evacuate. The PAR will be used in
STEP 10 to estimate the threatened population (TP) and loss of life (IOL).

K_ez- Considerations
1. Is the PAR the same for all flood events?

The PAR is generally different depending on the extent of inundation.
Thus, since larger floods imundate larger areas, more people may be exposed to
flood waters. :

2. 1Is the PAR the same throughout the day and time of year?

The downstream PAR can vary depending on the time of day and season of
the year. For instance, a projected inundation area may contain large
employment centers that are almost unoccupied during night time hours.
Therefore, a night time failure flood wave would expose fewer people to flood
waters than a daytime failure flood wave. Conversely for residential areas,
night time failures are likely to expose more people to flood waters than
daytime failure. Another reason for variation in the PAR is that the
downstream area may contain recreation sites that may have large transient
populations but only during specific seasons of the year. These different
PAR's should be estimated separately to allow adjustment in likely fatalities.

3. Wouldn't warning and evacuation reduce the PAR?

Warning and evacuation will be considered in estimating the threatened
population. The threatened population will be defined as those persons likely
to be exposed to flood waters assuming that warnings have been issued in a
manner that could be expected under current conditions. In the future. as
refinements in the models for estimating the PAR became available, they will
be incorporated into an empirical loss of life (IOL) model.

Determining the PAR

The PAR is defined as all those persons that would be exposed to flood
waters if they took no measures to evacuate. The PAR, TP, and IOL will be
adjusted in STEP 10 to determine the probable PAR , p;gbable TP, and probable
IOL by considering the season of year and time of day that a dam failure may
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occur. The season or period of the year selected should be consistent with
assumptions made in computing the PMF (i.e. rainfall on snowmelt, tropical
storm, ect.) These probable values should not be confused with expected PAR,
expected TP, or expected IOL which is the expected value of PAR, TP, and IOL,
respectively, based on the probability of dam failure. These expected values
will be explored in Phase II as part of a risk-cost analysis, if needed.

Based on the imundation maps from the existing condition threshold flood and
specified lesser floods, areas of inundation were identified in STEP 6. Using
secondary data as much as possible, the permanent and transient population in
the threatened areas should be estimated. The transient population should be
identified in terms of the time of day and/or season these individuals are
likely to be in the threatened area. Special care must be taken in estimating
the population in vehicles traveling through the area. The PAR's should be
identified by flood depth zone in each reach since the time to inundation for
each zone will differ. Each of the PAR's should also be identified in terms
of the minimum potential warning time. This time should be measured for the
threshold flood, as well as all other failure floods, as the time from maximum
pool elevation until the flood wave arrives at each PAR. For lesser non-
failure floods, this time should be measured fram the time of spillway
discharge threatening flows until the flood water arrives at each PAR.

The display of the PAR should be in a form similar to that in Table
III-6. Data for each reach downstream of the dam should be reflected in a
separate table. (The 4 foot flood zone increments shown in Table ITI-6
reflect the use of camputer database analysis and interpolation across
contours.) A second table such as Table III-7 provides a summary of the
maximm daily and seasonal PAR in each reach. The values in Table ITI-7 are
. referred to as conditional since each PAR shown is conditional on the flood
event occurring during the indicated time of day/season of the year
cambination. The following definitions should be used in measuring the PAR
categories.

a. Permanent Population - total number of individuals who live in the
threatened areas year round.

b. Seasonal Transients - the total mumber of individuals who are only
present in the threatened area during particular seasons of the year.
These are likely to be recreational visitors and seasonal workers. This
category should also include the season camponent of persons traversing
the threatened area in vehicles.

c. Daily Transients - the total number of individuals who are present in
the threatened area only during certain time of the day. They do not
reside in the threatened area but may work or attend school in the area
or regularly travel through the threatened area.
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FAR in Each Seasan/Time of the Day Combination
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]
82
813
995

Table III-7
CONDITIONAL PAR IN EACH REACH

D/S = daytime and summer
N/S = nighttime and summer
D/F = daytime and fall

N/F = nighttime and fall
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daytime and winter
daytime and sprin
nighttime and spring

#* Threshold Flood with Failure

N/W = nighttime and winter
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STEP 8 - Determine Economic Losses from Threshold Flood and Specified Lesser
Floods

Purpose

One of the considerations in evaluating dam safety improving investments
is the increment in economic loss with dam failure campared to the economic
loss without failure. If with failure related econamic losses are
significantly greater than losses from the same inflow flood without failure,
an investment to improve the safety of the dam may be warranted. In the
evaluation of flood damages from failure flows, consideration may be given to
velocity effects that may result in greater flood damage from a given flood
depth than normally estimated by standard depth-damage functions. Adjustments
to damages for flood flow velocity should be documented and explained.

Key Considerations
1. What items should be included as downstream economic losses?

Although "Principles and Guidelines" (P&G) does not provide procedures
for dam safety studies, it does contain applicable econamic damage
camputational guidelines (Flood Control, Section IIT for agriculture and
Section IV for urban) for identifying the acceptable categories of economic
losses from dam failure to include:

a. Residential structure and content damage ,

b. Caomercial and industrial structure and content damage

c. Agricultural losses

d. Net incame losses to business and individuals

e. Flood damage to utility, transportation and cammnication systems
f. Flood damage to public structures and contents

g. Other flood damage such as vehicles and landscaping improvements
h. Flood emergency costs

i. Project benefits lost with failure

2. What items should be included as upstream econcmic losses?

. The upstream econcmic losses are those that may be associated with
abnormally high reservoir water levels as well as incame and/or wealth losses
to activities made possible or enhanced by the reservoir. Consideration of
these econamic values may be important in evaluating alternatives that raise
the dam or in the analysis of intentionally breaching the dam. These can
include:

a. Income losses to reservoir related recreation business !
b. Iosses in value to property adjacent to the reservoir

c. Damage to property due to abnormal reservoir levels

d. Relocation costs
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3. How can cultural and envirommental assets affected by abnormally high
reservoir levels and downstream flooding be quantified?

High reservoir levels and downstream flooding from rare floods may
permanently damage or destroy important envirormental and cultural resources.
It is difficult to attach a monetary value to these losses. One approach
could be to use the contingent value method to determine the value. In most
cases, however, these especially important flood losses can only be identified
in relation to the flood events. For same envirormental resources, the
duration of imundation may determine if the damage is temporary or permanent.
These non-monetary damages may be used to influence the choice of the remedial
measure. For instance, raising a dam may threaten an important rare stand of
woods or wildlife refuge through more frequent and longer duration backwater
flooding.

4. How can non-fatal human health effects, such as psychological impairment
and physical injury due to flooding, be quantified? ’

In addition to the expenses of treating flood induced health prcblens,
there have been several recent attempts to monetize the human health
impairment, i.e. "trauma damages," caused by flooding. One example is
documented in "Estimate of Flood-Related Human Costs in the 1983 Flood at
Jackson, Mississippi," IWR Special Study for the Mabile District, U.S. Army
Engineer Institute for Water Resources, 84-RS-2, 1984.

Display of ts from STEP 8

The econcamic losses fram the existing condition threshold flood as well
as the specified lesser floods should be displayed in current year terms. For
example, Table III-8(a) shows an example for presenting the estimated
downstream economic losses from a threshold of .75 BMF as well as from 0.1
PMF, .25 BMF and .5 PMF floods, if they occurred during 1986. Table ITI-8(Db)
shows an exanple for presenting the estimated upstream econcmic losses from
the same series of inflow events in the same year.
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Downstream

Economic Iosses from the

Threshold Flood and Selected lesser Events
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Econamic Loss Category*

Fleod
Event
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Income

D. Utility, Transportation, and Communication

E. Public Property
F. Other Property losses
G. Flood Emergency Costs

;
g
5
3
3
43
g
G
i
e
©
W

*Categories

A. Residential

B. Commercial/Industrial

** Threshold Flood Event without Dam Failure

c.



Table III-8(b)

Upstream
Econcomic losses from the

Threshold Flood and Selected lesser Events

| Economic Ioss Category*
| Flood |
| Evet | A | B | € | D | E | F | G

“

o
7

— — S— — — b ——— —

D. Utility, 'I‘ransportatlon, and Ccmmmcatlon

E. Public Property
F. Other Property losses
G. Flood Emergency Costs

** Threshold Flood Event without Dam Failure
*** Threshold Flood Event with Dam Failure
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STEP 9 - Determination of Dam Failure Warning Time

Purpose

The time available to warn the PAR's in each reach prior to the arrival
of a flood wave is crucial to reducing the IOL from a rare event flood. The
purpose of STEP 9 is to describe the warning process arnd to show the _
appropriate calculation of warning time for Phase I anmalysis. The estimated .
warning time will be used in estimating the baseline threatened population,
TP, in STEP 10.

Key Considerations
1. When is a warning likely to be issued?

The time at which a warning is issued depends on site and event
characteristics. In general, a staged series of warnings, which are part of
an overall plan for emergency actions and evacuation, will be issued when a
spillway flood is in progress and it is thought that a dangerous situation is
probable based on weather and river flow forecasts. The threatened population
can be thought of as the those individuals remaining in flooded areas after
warning and evacuation has been initiated and who are actually exposed to the
flood waters. . —_

The warning time is measured as the difference in time from when a
public warning is initially disseminated about a potential dam failure
condition (overtopping or dam breach) until the flood wave reaches each PAR.
Thus, warning time is likely to be different for different PAR's. This
definition of warning time follows that developed by the Hydrology ‘
Subcammittee of the Interagency Advisory Cammittee on Water Data and reported
in "Guidelines on Community Local Flood Warning and Response Systems" (August,
1985). The Interagency Cammittee defines actual flood warning time as the
time from when a warning is issued to the public until the first occurrence of
flooding.

The Warning Process

It is assumed that project personnel are at the dam, monitoring the
weather and river stages as well as runoff forecasts, prior to the time that
water encroaches on the freeboard and are able to implement the procedures
described in the "Flood Emergency Procedures Manual" for the project.
Therefore, project personnel should be in a position to detect the need to
publicly warn the downstream population. The warning dissemination process
takes time. Under the extreme conditions occurring which lead to potential
dam overtopping, however, there is scme lead time given that the spillway
flood itself comprises a large, threatening event. Thus, public awareness has
been heightened to this factor. Any warning to PAR's to evacuate must first
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be issued to the local authorities who then must disseminate the warning to
the publlc. Any mtermptlon or delay in this process reduces the amount of
warning tlme and increases the threatened population.

The effectiveness of warning can be reduced by several factors, among
them:

a. The preceding storms, urban flooding, and existing high water
conditions may disrupt utility, commnications and transportation system
in the area. The pro;ect personnel and local authorities may have
difficulty in travelmg to the dam site, as well as, issuing and
disseminating the warning. These same conditions may make it difficult
for same PAR's to evacuate even if they receive a warning.

b. Scame of the PAR may have special difficulties in evacuating such as
the elderly, the hospitalized or the institutionalized. Telephone
directories may be out of date and the inaccessible populace may not be
adequately warned. Large numbers of these special populations in the PAR
may result in a higher IOL than the baseline. These groups with special
evacuation difficulties should be identified to the extent possible as

part of any emergency warning evacuation plan.
C. The urgency of the issued warning.

The Warning Time for Each PAR

There is a PAR in each reach and each flood depth zone downstream of the
dam for each flood event. Warning time for each PAR begins when the local
authorities disseminate an evacuation warning. The time elapsed from public
wammglssuanceurrtllmefloodwavearrlvesat flood depth zone of a-
particular PAR is the warning and evacuation time for that PAR. Table III-9
shows a time line from the time that the warning is issued to the local
authorities until the peak discharge fram the dam is reached. Table III-10
shows the flood wave travel times from the dam to the midpoints of the
downstream reaches for flood depth zones in each reach.

Therefore, based on Table III-9 and III-10, the minimm available warning
times for each PAR can be estimated, for this example, as the flood wave
travel times for each flood zone/river reach cambination plus the time between
warning issuance and dam cver'topp:l.ng

If there is no rational basis for assuming that adequate warning may be
given before overtopping or breach formation occurs, it may be reasonable to
assume that the onset of a warning plan or official notification begins when
the maximm design pool elevation is reached. Table III-9 shows this
initiation of notification beginning 1 hour before actual overtopping or
breaching occurs. In this example, warning time begins 1/2 hour before the
beginning of the failure flood wave travel time.
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Table ITII-9

Time Line of Warning Process

Time
_(hours) Warning Process Event

-.5 Warning issued to local authorities to evacuate
threatened downstream areas.

0 Public warnings issued to all threatened downstream areas.
.5 Overtoppz'.ng of dam begins.
1.0 Maximum breach and ocutflow occurs.

Table IIT-10

Flood Wave Travel Times by Reach and Flood Zone

Flood Wave Travel Time* (hours)
Distance fram :
Population
Center of L :
Reach Flood Depth Zone in Feet
River to Dam
Reach (miles) 0-4 4-8 8-12 12-16 16-20 20-24 24-28 28-32

1l 0.5  ** fadad *% 0.5 0.5 0.5 0.5 0.6
2 2.0  ** *% 0.7 0.8 0.8 0.8 0.9 N/A
3 11.5  ** 0.8 0.9 1.0 1.2 1.5 N/A N/A
4 22.5  ** 1.5 2.0 3.0 3.5 N/A N/A N/A

* Time measured from time of overtopping
until flood wave reaches indicated flood 2zone

** Zone imundated by spillway flood prior to overtopping
N/A = Flood Zone not inundated by failure flood

NOTE: Minimm potential warning time for tHe PAR in each flood zone is
flood wave travel time to each zone in each reach plus the time between
public issuance of warning and dam overtopping. From Table III-9, time
between full issuance of public warning and overtopping in this example
is .5 hours.

~(.
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STEP 10 - Estimate the Baseline Probable PAR, Prcbable TP, and Prcbable IOL
from the Threshold Flood and Specified Lesser Floods

Purpose

Phase I dam safety analysis requires the estimation of the probable PAR,
probable TP, and probable IOL from the existing condition threshold flocd as
well as lesser floocds. In STEP 10, the probable PAR, prcbable TP, and
prcbable IOL are estimated based on the PAR estimates determined in STEP 8 and
the warning time in STEP 9. A significant increment in the probable IOL from
the failure of the dam campared to the IOL from the same inflow flood without
dam failure provides the basis for considering dam safety improving
modifications to hydrologically deficient dams.

At this time there is no generally accepted method of estimating the
effectiveness of warning to calculate the probable TP and probable IOL from
flooding events. Research indicates that the warning time for each PAR is a
key factor in estimating the IOL from dam failure flooding. Ongoing dam
safety research should provide an acceptable methodology for estimating TP and
IOL. Until this research is campleted, the probable PAR is the most
defensible measure for establishing the BSC, complementary to incremental
econcmic losses. Nevertheless, estimates of the probable TP and probable IOL
must be made, if only on the basis of professional judgement and described
qualitatively. Basic considerations in describing the TP and IOL include:

1) the variation in the PAR based on time of day and season of the
Year,

2) the warning time for the PAR's,

3) the rate of rise and flow velocity of flood water at downstream
immdation areas,

4) the flooding conditions in the threatened areas prior to dam
failure that may make warnirg and evacuation difficult,

5) the orientation of evacuation routes relative to the flocd wave, and

6) other considerations such as discussed in STEP 9.

Estimating the Probable PAR and Probable TP

The estimates of the TP for the threshold flood and lesser floods in
Phase I analysis requires the evaluation of the effectiveness of warning and
evacuation reducing the number of people exposed to flood waters campared to
the PAR. CQurrent research in dam safety is aimed toward investigating warning
and evacuation as well as the applicability of evacuation simulation models
for estimating the threatened population.

The values for PAR shown in Table III-7 assume that the flood event
occurs during the year but they are still conditional on the season and time
of day. The seasonality used should be consistent with the assumptions used
in determining the PMF. The maximum and minimum values of the PAR for each
flood event up to and including the threshold flood should be displayed. If
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the flood event used in the analysis is not season specific, the annual range
of PAR should be provided. The range of probable PAR is determined from the
season/time of day cambinations of the conditional PAR estimates in Table
III-7. The results of the range determination are presented in Table III-11
for prcbable PAR. It is assumed in the example that the threshold flood is
produced by rainfall on snow melt only. All the lesser events can occur fram
a variety of rainfall events, so they are equally likely throughout the year.

Note that since there is generally a one-to-one relationship between
discharge at the dam and downstream PAR, the information on PAR can be
organized into a discharge-PAR function for the full range of discharges with
and without dam failure. This can facilitate the determination of effects on
downstream PAR from the alternmative safety modifications, as each modification
will alter the with and without failure discharges from the range of flood
events considered.

Fram Table III-11, the probable PAR from dam failure at the threshold
flood is over 50 per cent greater than the probable PAR if the dam had not
failed from this flood.

Table II1-11

RANGE OF PROBABLE PAR

I Range of PAR in Reach il |
I | | | || Range of Par |
Flood |] 1 | 2 | 3 } 4 i1 by Event |
Event || Min Max. | Min. Max. | Min Max. | Min Max. || Min. Max. ]

......................................................................................... |
.50 PMF|| 282 | 390 | -105 | 410 | 810 | 1550 | 158 | 276 |] 1355 2624 |
......................................................................................... |
75 PME|| 1120 | 1435 | 525 | 785 | 936 | 1134 | 238 | 462 || 2819 3816 |
e R R R R R R |
.75 PMF*|| 2430 | 3026 | 1240 | 1465 | 1600 | 1620 | 520 | 920 || 5790 7031 |

*Dam failure at threshold flood
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STEP 11 - Display Existing Condition Results and Propose Additional Action

Purpose

The previous steps have estimated increments in econamic losses and
probable PAR, TP, and IOL from the threshold flood dam failure campared to the
situation if the dam hadn't failed as well as losses from lesser flocods. The
purpose of STEP 11 is to summarize the extent of the existing condition dam
safety hazard. At the same time, this will provide summary documentation of
the reasons for considering dam safety modifications.

Present Results and Propose Action

The primary results from the previous steps are in Table III-8, the
econcmic losses, Table III-11, the probable PAR, and the description of the TP
ard IOL. These should be reiterated in this step emphasizing the increment in
the econamic losses and probable IOL from the dam failure at the threshold
flood compared to losses w1thout fallure at the threshold flocod. ;g is

ifican t osses o bable IOL due to dam fallure

WWIM If them is no significant increment in
econamic losses or IOL from dam failure at the threshold flood, however,
hazard reducmg alternatives should be evaluated as a Phase II dam safety
study. This may be particularly relevant if it is deteimined that the impacts
of the loss of project outputs such as water supply or hydropower, would be
severe.
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STEP 12 - Identify Alternatives to Reduce the Dam Safety Hazard to People and .
Property o

Purpose

STEP 11 provided summary documentation that the threshold flood presents
a significant hazard to lives and property compared to lesser flood events.
The hydrologic deficiency of the dam, therefore, warrants consideration of
action to reduce the likelihood and/or consequences of the hazard. The
purpose of STEP 12 is to identify the safety improving alternatives.
Different scales or levels of design safety for each alternative proposed
should be evaluated. These scales of alternatives should be in increments in
design flood events up to and including the PMF event.

Key Considerations
1. What alternatives should be considered for further analysm"

The alternatives considered for further analysis should all be physically
feasible to implement. For hydrologically deficient dams, alternatives could
include: 1) adding spillway capacity including gated splllways, 2) raising
the crest of the dam; 3) hardemng the dam face; 4) lowering the spillway

crest; 5) improvement of reservoir monltormg and emergency warning system and —~
evacuation plans; 6) permanent relocation of downstream activities and .
population; 7) construction of additional upstream or downstream reservoirs;

8) reallocation of reservoir storage; 9) a cambination of the above structural
and nonstructural measures.

2. matscalesofthéstmcuualneasuresskmldbeconsidered?

Scales of alternatives should be evaluated to design against not only a
PMF event, but also, lesser events. For instance, if the threshold flood is
75 PMF, scales of dam safety alternatives could be considered for .85, .95
ard 1.00 PMF events. Additionally, evaluating safety modification for events
less than the PMF allows each decision maker to make an independent decision
about when the with and without failure hazard is significant.
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STEP 13 - Evaluate the Costs of BSC Modification Alternatives.

Purpose

STEP 13 and STEP 14 will be used to establish the BSC design level,
defined previocusly (See Introduction), for dam safety modifications in STEP
15. The BSC will be determined at same level from the threshold flood (some
proportion of the PMF) up to the PMF event. The purpose of STEP 13 is to
evaluate the economic costs of the alternative modifications, identified in
STEP 12, to reduce the hazards fram the threshold flood and larger floods up
to the PMF.

Key Considerations
What costs should be included?
All structural measures entail construction costs. These should be

estimated using standard engineering design and construction cost evaluation
methods.

Costs of Alternative Designs

The costs of alternatives identified in STEP 12 should be evaluated for
the chosen flood events from the threshold flood up to the PMF. In addition,
it is possible that additional combinations of structural measures may be
identified and evaluated. Special consideration should be given to those
alternatives that do not impose additional downstream hazards from flood
events less than the threshold flood. For instance, simply widening the
spillway may impose additional downstream hazards from flood events less than
the threshold flood campared to the existing condition. Thus, under these
circumstances, raising the dam, if the construction costs are not
significantly different than widening the spillway, would be preferred. It
must be recognized, however, that if the raised dam fails, the failure flocd
will likely result in greater econcmic losses and IOL than failure of the

The results of the cost evaluation of alternatives, including an improved
monitoring system and warning and evacuation plan should be displayed for
camparison. The costs of enhancing the monitoring system and warning and
evacuation plans should include construction (e.g. remote upstream gauges),
anmual OsM as well as the costs of implementing the warning and evacuation
plan in an emergency. Table III-12 shows an example of the display of the
modification costs.
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STEP 14 - Evaluate Alternatives in Terms of Their Effectiveness in Reducing
the Hazard

Purpose

The purpose of STEP 14 is to evaluate the hazard reduction effectiveness
of the alternatives and different scales of alternatives identified in STEP
12. This information will be used to establish the Base Safety Condition
(BSC) in STEP 15. From the current Corps policy on medifications to
hydrologically deficient dams, the BSC j e sma desi inflow flood
eV i i signifi i t economic losses

am faj - i If
the increment in loss&s (fatalltles a,nd/or economlc) is significant even at
the PMF, the PMF should be selected as the BSC. Therefore, after the dam
safety modifications are in place there will be no significant difference in
economic losses or IOL with and without failure from the BSC flood event or
from, larger events up to the PMF.

Mﬂkﬂera___ti_ogs

1. Should floods less than the threshold flood be considered in evaluating
the reduction in the dam safety hazard?

Scme alternatives, particular spillway widening, will increase downstream
flood flows from events less than the threshold flood. This can increase the
downstream hazard from lesser floods compared to the existing conditions. The
implication is that a modification that increases flows from lesser floods is
trading-off increases in lesser, non-life threatening flood consequences for a
reduction in the likelihood of dam failure. Routing these lesser floods
through the modified dam identifies the extent of the tradeoff.

2. How should the effectiveness of warning and evacuation be evaluated?

Warning and evacuation is designed to reduce the dam failure hazard
primarily to the downstream PAR. Evaluating the effectiveness of warning and
evacuation for reducing potential fatalities requires considerable
professional judgment. The same considerations in the determination of
warning time noted in STEP 9 should be included in evaluating the ability of
warning to reduce the potential threatened population and loss of life from
failure events. The current research into this area should provide models and
methods for evaluating the effectiveness of warning and evacuation. In the
meantime, the assumptions about the initiation of warning, professional
judgement about the impact of unique conditions and the subjective estimates

about evacuation potential ocught to be presented in narrative form to serve as
a basis for analysis. ‘

3. Should a warning system and evacuation plan be considerea in combination
of all structural measures?

ITT-41




The effectiveness of structural measures to reduce the dam safety hazard
should be evaluated considering the best evacuation that can be expected with
the existing warning and evacuation plans in operation as well as with an
enhanced warning and evacuation plan. This allows evaluation of the
incremental contribution of an enhanced warning and evacuation plan to
reducing losses campared to the structural measure alone.

Evaluation of Altermatives

The method for evaluating the dam safety hazard reduction follows the
steps used to evaluate the existing level of dam safety followed in STEPS
3-11. Each of the scales of alternatives should be chosen to safely pass
intermediate floods greater than the threshold flood up to the PMF. The end
result of the process yields estimates of the adverse economic consequences
and loss of life of each of the "with" modification floods as well as lesser
floods, where applicable (See Key Considerations (1) above).

The results of the evaluation of the effectiveness of alternatives for
reducing the dam safety hazard should be displayed as shown in Tables III-13
and IIT-14. Table III-13 displays the prabable PAR for various flood event
and structural modification combinations, also with and without warning and
evacuation plans. In this case, the probable PAR could be considered to be
significantly greater with dam failure than without failure for all structural
modifications with design safety less than the PMF event.

. Table III-14 shows-the economic flood losses from various flood events
and compares these losses to those incurred with alternative scales of safety
modification. Included in the camparison is an evaluation of the
effectiveness of warning and evacuation plans in reducing economic losses. It
is assumed that the warning allows the PAR to remove same personal belongings
and vehicles from the threatened area. For this example it was assumed that
warning reduced property losses by 10%. Current research should provide a
basis refining this estimate. Note that widening the spillway increases
econamic losses fraom flooding events less than the threshold flood compared to
the existing spillway size (Table III-14(a)). Again in this instance, the
economic losses could be considered to be significantly greater with dam
failure than without failure for all structural medifications with design
safety less than the PMF event. Note that raising the dam increases the
failure econamic losses and PAR from events greater than the threshold flood
campared to the existing dam height. Also note that although Tables III-13
and IIT-14 show failure and nonfailure PAR's and economic losses for flood
events greater than the modification design level, these values are not used
in Phase I. The relevant values are those above the bold line shown in the
tables. They will be necessary for Phase II, if Phase II analysis is desired.
Finally note that although failure economic losses and PAR are shown for a PMF
event with a PMF design, it is assumed that the dam-will not fail from a PMF
with a PMF design level. These values will be needed, however, to complete
the curves shown in Figures III-7 and -8.

Any other structural or nonstructural dam safety modification identified
in STEP 10, should be evaluated and displayed in a similar manner.
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STEP 15 - Determination of the Base Safety Condition (BSC)

Purpose

The purpose of STEP 15 is to cambine the information generated in STEPS
13 ard 14 to establish the BSC.

The BSC

The base safety condition (BSC) flood event is that flood where there is
no significant increase in adverse consequences from dam failure compared to
non-failure adverse consequences. That is, there is no significant increase
in loss of life and/or economic losses from dam failure compared to without
dam failure from the BSC inflow flood event. If failure always results in a
significant increase in losses, regardless of the inflow event, the design
flood event chosen for safety modification design purposes should be the PMF.

Figures III-7 and III-8, based on Tables III-13 and III-14 provide an
example for displaying the establishment of the BSC. These tables show the
increment in PAR and econamic losses from dam failure compared to without dam -
failure for the threshold flood and each intermediate flood up to the PMF. At
each flood event, the hazard to lives and property is evaluated assuming that
the safety modification that can just pass the flood is in place. :

In this example, the BSC condition could be established as the PMF. In
addition, a structural measure cambined with enhanced warning and evacuation
may be chosen because of the large residual PAR without a warning plan.

It is possible that the evaluation of alternatives may establish the BSC
at less than the traditional PMF modification design standard. For instance,
Figures III-9 and III-10 show an alternate possible result fram the evaluation
of alternatives. In this example, the threshold flood is .50 PMF. The
evaluation of modification of alternatives following STEPS 1-15 reveals that
all flood events greater than the .85 PMF may produce equivalent with failure
and without failure economic losses and PAR's. In this case, the .85 FMF
could establish the BSC design event for safety modification. Any
modifications to design against larger flood events do not reduce the extent
of the hazard. That is, for any modification alternative-design flood
cambination greater than .85 PMF, there is no increase in economic losses and
PAR's from dam failure campared to without dam failure. It is possible,
however, that a .75 PMF BSC design could also be considered to result in no
significant difference in the with and without hazard.
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In the example shown in Figures III-9 and III-10, a recommendation of
safety modifications for events greater than .85 PMF, in general, requires the
camplete probabilistic analysis of Phase II. Special circumstances such as
small incremental costs of providing PMF safety or future growth, however, may
provide justification for moving the BSC to the PMF within Phase I. If future
growth, particuylarly in the PAR, is well supported and would justify moving
the BSC to a larger design flood, the conditions and trends supporting the
future growth estimate may be described and placed in the report.

As noted in the DAEN-CW/DAEN-EC policy letter of 8 April 1985 (Appendix
B), there is currently no clear criterion for establishing when the difference
in the "with and without" failure hazard is significant. Therefore, the
material provided in the dam safety modification report must be sufficient to
"...permit others in the decision chain to reach independent conclusions"
about the base safety condition. .
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STEP 16 - Recommend Choice of Alternmative to Meet BSC

Purpose

The purpose of STEP 16 is to provide a summary display of the
doaumentation of the evaluation process and to recamnend a dam safety
modification for implementation. In general, the analysis conducted within
STEP 15 will define the most cost effective rehabilitation alternative or
cambination of altermatives, unless there are special circumstances.

Key Considerations
Must the lowest cost alternative of meeting the BSC be recommended?

In general, the lowest cost alternative identified in STEP 13 should be
recammended for implementation. Same special circumstances may allow for the
recammendation of a higher cost alternative, however. These special
circumstances may cover a situation where the emergency operations with the
lowest cost altermative increase the upstream or downstream hazard to pecple
and property from pon-fajlure threatening events campared to the existing
level of safety design. These could include increases in non-failure economic
losses as well as adverse envirommental impacts. For example, Figure ITI-11
shows the difference in residual non-failure downstream economic losses from
widening the splllway to safely pass the PMF campared to the exlstmg splllway
capacity for the example dam. This difference may be important in the :
decision of whether to widen the spillway as a dam safety modification.

Documentation of the Choice of Altermatives

The end result of Phase I analysis is a decision document describing the
problem, the results of the evaluations and a re¢ommendation supported by the
information presented. This process basically requires a summarization and
display of the process and results of the previous steps. The important
summary tables prepared in each step should be shown. These should document
the existing condition safety problems, describe the establishment of the BSC
as well as the costs of achieving the BSC. Any critical assumptions used in
the analysis should be reiterated and supported. This document should also
contain a reiteration of: 1) the probable PAR "with" and "without" the
proposed modification (Table III-13 and Figure III-7); 2) the econamic losses
"with" and "without" the proposed modification (Table III-14 and Figures ITI-8
and III-11); and; 3) the alternative costs to modify the project (Table
ITI-12). The discussion of the chosen alternative should provide the
rationale supporting the recommendation, compared to those not recammended.
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STEP 17 - Determination of Whether Breaching the Dam Should Be Evaluated as an
Alternative

Purpose

One final camponent of the dam safety modification decision docaument is
the determination of the overall econcmic merit of the modification proposed
in STEP 16. The basic criterion is that the benefits of continued operation
of the project should exceed the modification cost of the project. If the
benefits of the modified project are less than the modification costs plus
annmual operation and maintenance cost of the modified project, consideration
must be given to breaching the dam. Breaching the dam, however, incurs costs
which must also be used in determining the option reccmmended.

Evaluation of Breaching the Dam as an Alternative

The benefits of various camponent outputs of the existing project, e.g.
flood control, hydropower, water supply, etc., must be evaluated and the
impact of the proposed modification on these benefits estimated. In some
instances, the with and without modification project benefits will be the
same. If the proposed modification increases or decreases project benefits,

the source and value of those increments or decrements must be identified and

estimated.

The proposed modification may increase or decrease the annual operation
and maintenance costs of the project. These should be identified and value
estimates provided.

The proposed modification costs, changes in 0&M costs and modified
project benefits should be adjusted to an average annual basis using a 50 year
life and the federal discount rate. These adjusted values should be presented
in a summary table such as Table III-15. If the ratio of average anmual
benefits of the modified project to the total average annual costs is less
than 1, an analysis of the costs to breach the dam should be prepared. As
provided in the 8 April 1985 policy letter, "[t]he rationale for not selecting
the breaching option will be provided if improvement is recammended."
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Table 15

Breach Analysis*

1. Average annual O&M costs of existing project

2. Average anmual OSM costs of selected modification

3. Average anmual investment cost of selected modification
Raise dam 6 feet with first costs of $8,500,000
Project Life = 50 years Interest Rate = 8 3/8%

4. Total average annual cost of selected modification
(item 2 + item 3)

5. Average annual benefits of modified project **

6. Ratio of project benefits to modification costs
- (item 5 / item 4)

7. Cost to breach dam (if item 6 is less than 1.0)

$1,000,000
$1,100,000

$725,000

$1,825,000

$19,500,000

10.7

** Same as benefits for existing project unless the proposed modification
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APPENDIX A

Background Discussion of Dam Safety/Risk Analysis Policy Development




DAM SAFETY/RISK ANALYSIS

POLICY DEVELOPMENT

1.  BACKGROUND

The National Dam Safety Inspection Program uncovered thousands of unsafe
publicly and privately owned dams. The surveys were based on fairly
Fudimentary and qualitative criteria and engineering judgement. Among the
3000 or so dams ideatified as potentially unsafe were a number of Corps dams.
These Corps dams were not unsafe because of any structural faults, but rather
because external conditions affecting the dam had changed since construction.
These included better rainfall information and hydrologic data upon which
computation of extreme flood events were based. The potential for downstream -
dam failure hazards also increased through growth in downstream population and
economic development. A{though most of the Corps dams under consideratioﬁ
performed adequately acco;ding to the original design specifications and
conditions based on planning projections, they no longer met the current

design standards.

The potential fiscal and budgetar§ consequences of rehabilitating these
dams to meet current hydrologic conditions and engineering design standards
were substantial. Because of these concerns, the Office of the Assistant
Secretary of the Army for Civil Works required that a uniform approach to dam
safety (reliability) evaluation be developed. The ‘general intent of the
approach was an acknowledgement of or explicit consideration of the risk of

dam failure due to hydrologic causes, both in terms of economic costs and loss
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of life.

Since little was known about the practice of risk analysis, Assistant
Secretary of the Army William R. Gianelli concluded his request for risk
analysis by asking for "a substantial program of research which addresses the
issue of dam safety assurance for existing structures as it relates to the
criteria used for spillway design," (letter of 28 Sept., 1983, Appendix B).
The request specified that, as part of a "well-ordered spillway design

process," the following factors needed to be considered explicitly:

(1) "The relationship of the largest recorded floods in the watershed
as well as in the general area of the project to any proposed

spillway design flood;

(2) ™The projected frequency of occurrence 6f the proposed spillway

design flood;

(3) "The risk reductions to be derived from proposed spillway
reconstruction expenditures in the interest of dam safety

assurance;

(4) "Whether or not downstream beneficiaries can afford to pay the
cost of full flood control protection and what options should be
provided to them assuming they will be called upon to defray a .

portion of the costs; and

(5) "Is there a relationship between the degree of'flood control
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which should be provided without regard to who pays for the costs

of the dam and reservoir."

Secretary Gianelli's letter of 28 September 1983 and subsequent correspondence

with OCE set three major activities into motion:

(a) A study by the National Research Council's (NRC) "Committee on
Safety Criteria for Dams", jointly sponsored by the Corps of

Engineers and the Bureau of Reclamation.

(b) The development of a Corpﬁ "Policy for Evaluating Modifications of
Existing Dams Related to Hydrologic Deficiencies." (DAEN—CW/DAEN-EC

letter of 8 April, 1985). [Appendix C]
(e) Initiation of a research program at the’Institute for Water
Resources and Hydrologic Engineering Center on dam safety risk

analysis for hydrologically deficient dams.

2.. NATIONAL RESEARCH COUNCIL'S REPORT ON "SAFETY OF DAMS"

The Corps and Bureau sponsored stﬁdy by the NRC Committee on Safety
Criteria for Dams was completed in January, 1985. The report, entitled
"Safety of Dams: Flood and Earthquake Criteria”™, influenced both the
formulation of Corps policy and the direction of the research program. The
Corps' policy was to a largé extent dictated by practical considerations and

the need to evaluate a current inventory of hydrologically deficient dams with

a sparse information base and very rudimentary risk analysis concepts and
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techniques. The procedures within the policy reflected the need to make
on-going decisions on dam rehabilitation proposals, while integrating the
results of the risk analysis research program in a series of stages, tied to

the annual budget justification.

The NRC Committee recommended an approach to risk-based analysis for dam

rehabilitation (NRC, 1985; Appendix E, pg. 2u44):

"A risk-based analysis needs to consider the conse-
quences and costs of reservoir operation (including dam-
ages from high lake levels and discharge, and also damage
to the dam and from interruption of services) and the rel-
ative likelihood of such events. In general, four metrics
are used to describe the consequences for each alternative
considered:

1. 1likely loss of life; ‘ .
2. economic damages from lake levels, releases, and

damage to the dam;
3. the cost of actions associated with each modification

of the dam, reservoir, and associated channels and any
flood warning system; and

4. the cost of discontinued or interruptions in service
due to damage to or the failure of the dam because of an
extraordinary hydrologic event."

However, the NRC Committee also recognized that in order to conduct
risk-cost analyses, estimates of probable frequencies of extreme flood events
would be required, along with other explicit probébility distribution
functions for other loading and resistance factors, as well as economic
benefits and costs. The NRC Committee sought ". . .to strike reasonable.
balances between what is theoretically desirable and what is practical based

®

on current technologies™ (pg. 97). Thus, the NRC committee amended their

-

recommendations for risk-based analysis with several important caveats. .
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First, in considering tﬁe range of probable hazards from dam failure, the
Committee‘chose to categorize dams, based on qualitative criteria, into low=-,
medium- and high—hazard dams. The hazard classifications are based on some
combination of measures of the (a) population at risk; (b) likely loss of
life; (c) economic losses; and (d) potential dam failure as a proportion of
PMF. In reconsidering proposed hydrologic criteria to be used as the basis

for a set of evaluation-decision rules in lieu of a formél risk-cost analysis,

the NRC Committee found that it was reasonable to separate new and existing

high=hazard dams.

The Committee concluded that ", . .retention of, the PMF criteria for
design of spillways for new dams in high~hazard locations is generally
recommended” (pg. 99). In discussing the appropriate evaluation criteria for
existing high~hazard dams, the Committee introduced two fundamental and

related concepts, the Safety Evaluation Flood (SEF)- and the notion of

incremental hazard analysis as the basis for determining a "safe" dam. The
SEF is defined as the "..;largest reasonable hypothetical water inflow for
which the safety of a dam .ee is to be evaluated."” The SEF is essentially the
largest possible ™non-failure" flood that 3 dam can hold. The relevant
decision criterion for justifying a larger spillway capacity or other dam
alteration capable of passing a flood of magnitude up to the PMF, is whether
the ihcremental economic damages and/or loss ofllife due'to dam failure flood
are significantly larger than the SEF, or "non-failure® flood. The SEF-can
also be used as a derived spillway design flood which is based on hypothetical
improvements in a dam's capacity to pass large floods to prevent dam failure

up to the point at which the increments in "failure® versus "non-failure"

damages are minimized.
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The SEF is used by the NRC Committee as a substitute risk evaluation
criterion, which can be used to compare failure and non-failure consequences '
relative to two benchmarks, the current threshold failure flood and the PMF.

The emphasis on incremental analysis, in effect, constitutes a decision rule,

equivalent to selecting a project based on a benefit-cost ratio or based on

maximizing net benefits. These two evaluation and decision criteria comprise

. the basis for the NRC Committee's suggestion far approaching the selection of

a spillway design standard for existing high hazard dams,

The NRC Committee proposed these hazard assessment criteria because they
concluded that ". , .there is no single, universally correct approach to
evaluating the safety of all existing high-hazard dams against extreme flooqs"
(pg. 101). They then postulated a two-step procedure relying on the two

e,

criteria to separate existing high hazard dams into two groyps. The first .

group consists of the dams in which the incremental damages of "failure" are

much greater than the current "non-failure® damages due to the SEF.

"If it is reasonably probable that the dam would fail if
overtopped and the incremental impact (marginal damages and
potential loss of life) clearly would be of such magnitude
that potential for overtopping must be eliminated insofar
as reasonably possible, adopt the PMF and as the SEF and
proceed to develop any needed remedial measures to assure
that the SEF may be safely passed with normal allowances
for freeboard, ete. (In some situations encroachment on
the normal freeboard allowance by the SEF. may be considered
as acceptable.)™ (pg 101)

The second group of dams consisted of those where it wasn't clear whether
the remedial work needed to permit the safe passage of a PMF (without dam

failure) was justified. That is, the increment in economic damages and loss
-
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of life between the SEF and the failure flood was not significantly different
to justify moving to the PMF as ;he»design standard. It is reasonable to
expect that there would be a number of sound reasons, based on local
characteristics (absence of adequate warning time, population concentrations,
other unique circumstances) to justify going beyond the SEF, despite the
absence of a significant difference between failure and noﬁ—failure damages.
Under such circumstances, where the consequences of dam failure are determined
to be unacceptable regardless of the incremental damages decision rule, then
the NRé Committee recommends that risk-based analysis be undertaken,
Although, the NRC r;port does not formally cover the details of such a risk
analysis procedure, they provide an example of risk analysis based on that
conducted by the Bureau of Reclamation (NRC; Appendix E) for dam safety

rehabilitation measures.

3. CORPS POLICY

The Corps' policy guidance letter of 8 April 1985 (Appendix C), titled
"Policy for Evaluating Modifications of Existing Dams Related to Hydrologic
Deficiencies™ encompasses most of the NRC committee recommendations diséussed
previoualy; A few changes in terminology and the addition of a few specific
requirements and more detailed procedu;es than that offered in the NRC report
are all that differentiate the two documents. The evaluation concepts are

virtually similar.

Instead of the "Safety Evaluation Flood" (SEF): of the NRC Committee's

suggested manner of analysis, the Corps has chosen to call it the "base safety

standard™ or "condition."™ The Corps' "threshold flood" is defined as the
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". « oflood that fully utilizes the existing structure. . ." The first part

of the Corps analysis; then, 1s to determine at what point the dam would fail .

under current conditions. The second component of analysis is the

determination of a "base safety standard"™ or "condition" (BSC). The BSC

incorporates the notion of using the increment in flood damages as the

decision criterion for making a preliminary or first—order assessment of the .

appropriate spillway design standard.

"The base safety standard will be met when a dam failure
related to -hydrologic capacity will result in no
significant increase in downstream hazard (loss of life and
economic damages) over the hazard that would have existed
if the dam had not failed."

The Corps' policy also builds on the NRC Committee's reéommendations for
a two-category approach to risk analysis. The first category of existing high

hazard dams are those for which the incremental damages of the flood that ) '\‘

causes dam failure are still significantly greater than the non-failure BSC
flood, even when the BSC equals the most currently computed and accepted PMF
design criterion. The Corps terms this categorization of dams based on a

comparative hazard assessment through incremental economic damages as Phase I

analysis. The second category of high-hazard dams are those where the BSC is

found to be less than the PMF design criterion. That is, the increment in

damages between the "failure"™ flood and "non-failure" peak spillway flood is

found not to be significant at some intermediate point between-the threshold

flood causing failure under the original design criteria and the newly -
computed PMF. For these dams, any recommendation for moving beyond the BSC to

the PMF must be supported by a formal risk-cost analysis. This stage of

analysis is termed Phase II analysis and caomprises the more classically
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defined version of risk analysis.

One of the less well-developed but implicit aspects of the Corps policy
is the matter of determining the Base Safety Condition. Developing the BSC
requires what are essentially a series of iterations of several possible
remedial alternatives (e.g., raising dam, widening spillway, combinations),
calculating incremental damaées, construction costs and effectiveness in
meeting the BSC. Each structural/non-structural modification alternative
results in different construction costs, for each increment of size or Scale;
residual downstream-and upstream damages; population at risk; and flood.
control capability. These alternatives need to be developed as part of
planning and design activities for rehabilitation. They are then arrayed to
demohstrate_the most cost effective measure or series of measures which would
reduce the increment between "failure” and "non-failure" damages. The point
at.which the increment of damages (economic costs and/or loss of life) is ho
longer considered signif{cant (but less than or equal to the PMF) defines the

BSC.

‘

The preliminary procedures for Phase I analysis are developed in detail
in Part III of this report, and comprise part of the outputs of the dam safety
risk analysis research program conductéd by the Institute for Water Resources
and the Hydrologic Engineering Center. Proceduréa for risk analysis required
for.Phaae II dams are currently being studied and developed as part of the
case study analysii within the ?esearch effort. A framework for Phase II risk
analysis, developed by the Bureau of Reclamation has been presen;ed in
Appendix E of the National Research Council's report on "Safety Criteria for

Dams". This framework would comprise one of the methods examined and
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developed as part of the risk research program,

The Corps policy also defines more clearly than the NRC report that either
economic damages and/or probable loss of life may serve as the basis for the
BSC. This condition then requires a substantial research effort focusing on
estimating loss of life and defining economic damages from catastrophic
failure floods and deriving appropriate decision rules for a very uncertain

and highly sensitive evaluation issue.

4.  RISK ANALYSIS RESEARCH PROGRAM

The Corps' research program was initiated in conjunction with the NRC

study. To a large extent the research program was dependent on the outcome of

. the NRC study and the Corps' policy formulation in order to focus the research

funds and make most efficient use of the limited time allotted to the study.
Simultaneously, however, the research activities included assistance in
developing the scope of ;tudies for the NRC effort as Qell as that of the
Corps policy, while designing the research effort to be compatible with the

anticipated recommendations of the NRC study.

The NRC Committee recommendations and suggestions as well as the Corps'

‘derivative policy guidance seem rather straightforward, if not entirely

acceptable, since it represents a distinect departure from a traditional
engineering reliability viewpoint. The intent of the careful separation of
hazard categories and definition of decision rules, however, was to avoid
factoring the many uncertainties of “important decision v#riables inherent in a

complete risk analysis because of the numerous. unresolved methodological
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issues enumerated by the NRC Committee. Even though the Corps' Phase I risk
analysis is based on a relative or comparative hazard assessment (incremental
damages between the "failure" and the "non-failure" flood), there are still
many analyticél and measurement problems that need to be_resolved. These will
Decome apparent upon applying the interim procedures developed in Part III of

this report,

The NRC Committee approached the issue of the present applicability of

risk analysis to dam safety rehabilitation in the following manner:

"...the risk analysis approach has provided a significant trend
toward improved assessments and toward selecting more rational,
site-specific spillway evaluation standards within the last few years.
Though risk-cast analyses may appear to represent the most desirable
approach to the goal of dam safety (i.e., in quantifying hazard, failure
probability, and acceptable damage) at this time, this method has certain

- important problem areas or limitations that the user needs to consider."
(pg. 57) -

Among the limitationp listed were those delineated by an earlier ICODS
(Interagency Committee on Dam Safety, 1983) critique of risk analyses along

with other deficiencies listed by the NRC Committee. The folklowing points are

_listed:

- risk cost analyses requires estimates of the exceedance probability
of extreme hydrologic events. These probabilities are highly
variable and are likely to affect the choice of alternatives,

- many intangible factors cannot be measured in economic terms (loss
of life, social dislocation, environmental effects),

- relevance of analyzing a one-time low probability catastrophic
event by annualizing damages (expected value approach) is
questionable, ’

- reliability of hydrologic-hydraulic models has not been

sufficiently determined, placing into question many of the critical
decision variables needed for economic and loss of life analyses.
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These include rate of breach formation, flood stage, travel time,
flow velocity and debris load.

- forecasting future development below a dam is highly uncertain.

- reliance on downstream warning and evacuation plans for estimating
the threatened population and likely loss of life is questionable.

- depth and duration of overtopping of dams without failure is
largely unknown, as are the effects of encroaching on the freeboard
and the probability of spillway failure itself,.

Nevertheless, despite the many recognized unknowns and uncertainties of

applying risk analysis to the dam safety rehabilitation problem, the NRC
Committee contends that it is for those very reasons that make risk analysis

an attractive technique as long as the following conditions and factors are

kept in the proper perspective:

0 ° "Risk-based analyses, as presently performed, generally are not
intended to replace appropriately conservative design standards. Rather,
risk-based analyses provide additional information to decision makers to
help them decide how limited funds can best be allocated to reduce risks.

o Risk-based analyses are not intended to provide a sole basis for
making decisions. They only provide a portion of the information needed.

0 By performing sensitivity studies, many of the problems with
performing risk-based analysis can be minimized and the results bounded.

o The process of performing a risk-based analysis often uncovers
factors or sensitivity relationships that might otherwise not be
identified.

o Those factors that cannot be measured in economic terms, such as
loss of human life, can be accounted for in separate risk-based analyses
and given the appropriate weight." (pg. 59)

Keeping in mind these conditions and the fact that the comparative hazard
assessment approach (Phase I) to rehabilitation decdisionmaking precludes most
of the risk analysis problems discussed, the Corps' risk research program is

concentrating on developing specific measurement and analysis approaches for
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Phase I analysis. Some of the more advanced, probabilistic approaches for
risk-cost analysis (Phase II) will also be examined, developed and tested as

the results of case studies are evaluated.

5. INTERIM PHASE I AND PHASE II ANALYSIS

The interim procedures for Phase I analysis, i.e. categorizing and
Separating those dams for which the BSC justifies the use of the PMF design
criterion from the dam which require more detailed risk analysis are presented
in Part IIT of this report. Establishing the BSC, then, is the fundamental
component of Phase I'analysis, and a necessary prerequisite to Phase II

| analysis, if necessary.

The interim procedures for Phase I are laid out in a step-wise manner,
prcviding:numeroua'examples of ways to’disglaz the information which is
developed as part of the evaluation of the BSC. The organization and display
of data is a vital component of this comparative hazard assessment phase,

enabling a comprehensive overview of the key considerations and decision

variables,

Some of the thorny risk analysis related issues such as estimating the
probable loss-of-life (rather than the more easily measureable population at
risk) and the expected annual damages, which require an accepted probability
distribution for the PMF, will be dealt with in a more rigorous manner as part
of Phase II analysis. In the meantime, loss of life is to be estimated based
on a simple set of measurement principles and engineering judgement as set

forth in the example Phase I Procedures (Part III). However, much of Phase II
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analysis is dependent of the expected outcome of the research program and the

case studies. Thus, while specific, detailed procedures can not be presently .
offered for FOA analysis, the research program will be focussing first on the ‘
probabilistically based analytica; framework developed by the Bureau of

Reclamation for dam rehabilitation studies. This framework haas been

presented in the National Research Councils' report on dam safety criteria

(NRC; 1985).

Phase II risk analysis is likely to be a multiobjective decision problem.
That is to say that the Justification for in&reasing the level of dam safety:
beyond the BSC toward the PMF as the design criterion will be based on a more
subjective weighting and trading off of several different factors. The
risk-cost analysia or tradeoffs are likely to takg into account a number of
intangible and subjective engineering reliability and social factors. These
n_ay inclu@e_unique locational and population concentratien factors; difficulty -~ ‘ :
in evacuating the population given a short warning time; projection of future

downstream growth and devélopment factors; unique national interest, etc.

The justification for.increments for additional safety beyond the BSC
will require that aﬁditional risk reduction will have to be explicitly
balanced or traded off against increased costs (risk-cost analysis). These
issues will be dealt with in greater detail in Part II of this report, which

is also largely dependent on the outcome of the research progranm.
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DAEN-CW/DAEN-EC letter on Policy for Remedial Dam Modification Measures




DEPARTMENT OF THE ARMY

U.S. Army Corps of Engineers
WASHINGTON, D.C. 20314-1000

(I Y R
LT NTIY ¢y

DAEN-CW/DAEN-EC 8 April 1985

SUBJECT: Policy for Evaluating Modifications of Existing Dams Related
to Hydrologic Deficiencies

SEE DISTRIBUTION

1. The following policy will be used to make future decisions on the merits
of dam safety modifications related to hydrologic deficiencies in lieu of

the current policy guidance contained in ER 1130-2-417. Planning for dam
safety modification will consider combinations of structural design modifica-
tions and nonstructural measures, including downstream.actions and changes in
water control rules. The recommended plan should be for the dam safety
modification which meets or exceeds a base safety standard. The base safety
standard will be met when a dam failure related to hydrologic capacity will
result in no significant increase in downstream hazard (loss of life and
economic damages).over the hazard which would have existed if the dam had not
failed. Recommendations for modifications that would accommodate floods
larger than the flood identified by the base safety standard must be supported
by an analysis that presents the incremental costs and benefits of the enhanced
design in a manner that demonstrates the merits of the recommendation.

2. Determination of the flood that identifies the base safety standard (base
condition) will require definition of the relationship between flood flows and
adverse impacts (loss of life and economic damages) with and without dam failure
for a range of floods from the flood that fully utilizes the existing structure
up to the probable maximum flood (PMF). Appropriate freeboard necessary to
accommodate potential wind and wave conditions will be included for all flood
evaluations. Selection of a base condition predicated on the hazard to Tife
from dam failure will require supporting information to demonstrate that the
population would actually be threatened. The evaluation should distinguish
between population downstream of a dam and the population that would Tikely

be in a Tife threatening situation given the extent of prefailure flooding,
warning time available, evacuation opportunities and other factors that might

affect the occupancy of the incrementally inundated area at the time the
failure occurs. o .

3. Examples of the analysis required to develop the base condition are
illustrated at Enclosures 1 and 2 for the two basic situations that may be
encountered. In the case at Enclosure 1 the difference in hazard with versus
without failure may be great enough to recommend the PMF as the base condition.
In the case at Enclosure 2 the base condition may be established at a flood less
than the PMF. Making recommendations for project modifications exceeding the
base condition is covered in paragraph 6.




DAEN-CW/DAEN-EC 8 April 1985 ‘
SUBJECT: Policy for Evaluating Modifications of Existing Dams Related
: to Hydrologic Deficiencies

4. Consideration is being given to formulating decision criteria to assist
in.deciding the significance of the hazard with versus without failure. At
this time it is not clear that such criteria can be established for uniform
application to all cases or that such criteria would be appropriate. As a
result reporting officers must provide a clear rationale for the selection

of the base condition. Careful development and explanation of the supporting
material should be provided to permit others in the decision chain to reach 5
independent conclusions. .

5. Selection of a base condition also should reflect our traditional concern
for economy. Modification costs in the vicinity of the scale of improvement
identified as the base condition should be examined for sudden increases in
the cost/scale of improvement relationship. This type change could occur for
instance when a costly highway relocation is encountered near the scale of
improvement identified as the base condition. An adjustment in the base
condition may be warranted in some cases. On the other hand, the large
increase in costs may be justified if a significant reduction in the hazard
with versus without dam failure is achieved. .

6. Measures to accommodate floods larger than the base condition may be
warranted in some cases. When the value of the project services that would
be lost added to repair costs for failure are large enough, costs for struc-
tural modifications to prevent failure may be economically justified in spite
of the Tow probability of the floods involved.

7. Conduct of the analysis will require careful application of professional
Judgment for determining those parameters where data and modeling capability
are limited. Therefore,.the importance of documenting the logic of the
assumptions that are critical to the conclusions and recommendations drawn

from the analysis cannot be overemphasized. Also, the evaluation will produce
a significant amount of information that can be used throughout the decision-
making process, particularly in those cases where it is appropriate to proceed
beyond the base condition. The information should be displayed in a format
that assists the decisionmaker when evaluating the important tradeoffs involved.

8. We are initiating a study effort that will improve the techniques and
procedures needed to implement this policy. The products will be provided
to you on a continuing basis. The first step in this process is a workshop
on hydrologically deficient dams to be held within 60 days. A representative s
from each field division will be invited to participate in the workshop and

overall study effort. This participation will be used as a means of immediate

and continuing transfer of information on techniques and procedures to assist -
you in implementation of this dam safety policy. Information regarding the
workshop is being communicated to each division.




DAEN-CW/DAEN-EC | 8 April 1985
SUBJECT: Policy for Evaluating Modifications of Existing Dams Related
to Hydrologic Deficiencies

9. A final test of the merits of a proposed modification is the comparison
of the total average annual benefits with the annualized modification costs.
In the event that the benefits do not exceed the costs, consideration will

be given to breaching the dam. The rationale for not selecting the breaching
option will be provided if improvement is recommended.

10. These policies will be incorporated into ER 1130-2-417, 30 November 1980,
subject: Major Rehabilitation Program and Dam Safety Assurance Program.

FOR THE COMMANDER:
/QZZW

Enclosures LLOYD A. DUSCHA
Deputy Director
Directorate of Engineering
and Construction

SJALL
fajor General, USA
irector of Civil Works

DISTRIBUTION:
(see page 4)
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Lower Mississippi Valley

Missouri. River
New England
North Atlantic
North Central
North Pacific
Ohio River
Pacific Ocean
South Atlantic
South Pacific
Southwestern
Memphis

New Orleans
St. Louis
Vicksburg
Kansas City
Omaha
Baltimore

New York
Norfolk
Philadelphia
Buffalo
Chicago
Detroit

Rock Island
St. PauT
Alaska
Portland
Seattle

Walla Walla
Huntington
Louisville
Nashville
Pittsburgh
Charleston
Jacksonville
Mobile
Savannah
Wilmington
Los Angeles
Sacramento
San Francisco
Albuquerque
Fort Worth
Galveston
Little Rock
Tulsa

8 April 1985

Policy for Evaluating Modifications of Existing Dams Related
to Hydrologic Deficiencies
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APPENDIX D

Glossary
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